
Built in Hobs

Built in Woks

Note: Other optional voltage can be supplied on special request.

THE NEW ERA OF COOKING & WARMING

Built in Hobs

Model
Dimension (W x D x H mm)

Ceramic Glass Dimension (mm)

Voltage (v/ph/Hz)

Power (Kw)

Amps (A)

Cut Out Opening - External (mm)

Cut Out Opening - Internal (mm)

Control Cut Opening (W x H mm)

Net / Gross Weight (Kg)

BI-2000T

360 x 380 x 79

360 x 380 x 4 (thk.)

220~230/1/50~60

2.0

9.0

366 x 386

333 x 350

120 x 58

7 / 9

BI-2500AT

360 x 380 x 79

360 x 380 x 4 (thk.)

220~230/1/50~60

2.5

12

366 x 386

333 x 350

120 x 58

7 / 9

BI-2500BT

385 x 385 x 78

300 x 300 x 6 (thk.)

220~230/1/50~60

2.5

12

355 x 355

Nil

120 x 58

7 / 9

BI-3500

385 x 385 x 147

300 x 300 x 6 (thk.)

220~230/1/50~60

3.5

16

360 x 360

Nil

225 x 87

13 / 14

BI-5000

400 x 400 x 190

320 x 320 x 6 (thk.)

380~415/3/50~60

5.0

7.6

385 x 385

Nil

230 x 87

17 / 18

BID-3500

450 x 700 x 148

350 x 550 x 6 (thk.)

380~415/3/50~60

2 x 3.5

2 x 5.5

410 x 675

Nil

365 x 83

25 / 28

Built in Woks

Model
Dimension (W x D x H mm)

Ceramic Glass Dimension (mm)

Voltage (v/ph/Hz)

Power (Kw)

Amps (A)

Cut Opening (mm)

Control Cut Opening (mm)

Net / Gross Weight (Kg)

BIW-2500

385 x 385 x 149

Ø311 x 6 (thk.)

220~230/1/50~60

2.5

12

360 x 360

150 x 70

7 / 8

BIW-3500

385 x 385 x 193

Ø311 x 6 (thk.)

220~230/1/50~60

3.5

16

360 x 360

225 x 50

13 / 14

BIW-5000

400 x 400 x 212

Ø311 x 6 (thk.)

380~415/3/50~60

5.0

7.6

385 x 385

230 x 87

16.5 / 18

BI-2000T / BI-2500AT BI-2500BT / BI-3500 BI-5000 BID-3500

FEATURES AND BENEFITS
■  Energy saving up to 85% when compared to traditional 

electric units.
■  Instant heating, much shorter starting cook time and rapid 

cooking time.
■  No danger of burning from contact with the ceramic surface 

of the hob.
■  Minimum heat radiation. Less exhaust extraction required.
■  Variable power setting with temperature range 50 to 230°C.
■  Temperature holding functions.
■  Easy to operate and easy to keep clean the ceramic surface 

and body.
■  Unlike traditional electric units, spilage will not burn on the 

caramic surface.
■  Environmental friendly. 

BIW-2500
BIW-3500
BIW-5000

HOW SAFETY
Automatic Safety Shut-off
If the induction unit is left on more than 60 seconds without a pan or with 
an incompatiable pan, the unit will automatically shut off. 

Material Compatibility Detector
If the material of the pan is not suitable, the power indicator light will 
not light.

Small Object Detector
The induction hob will not recognize any utensils smaller than 50mm 
in diameter.

Overheating Protection Device
If the temperature of the pan becomes too high, and the temperature 
remains too high for 60 seconds, the unit will shut off automatically, 
there will be a short warning sound.

IC Automatic Reset Device
Main control micro processor equipped with watch “Dog Device”, the IC 
will automatically reset when the software programme malfunctions.

CAUTION
Insufficient ventilation to control unit & 
magnetic coil for all built-in models will 

result in poor performance.

http://www.profitind.com




